
BÖHLER K890

ACCIAI DA UTENSILI PER 
LAVORAZIONE A FREDDO
Granulometria disponibile

  

Descrizione del prodotto

Acciaio per lavorazione a freddo prodotto con la metallurgia delle polveri, con eccezionali proprietà meccaniche e di resistenza a fatica.

Percorso di fusione

Proprietà

Applicazioni

Analisi chimica

C Si Mn Cr Mo V W Co

0,85 0,55 0,40 4,35 2,80 2,10 2,55 4,50

Prodotti lunghi Lamiere Forgiatura libera

Powder metallurgy

Durezza e duttilità : molto alto

Una buona tenacità significa sicurezza contro la fessurazione degli stampi durante l'uso : molto alto

Resistenza e tenacità uniformemente elevate, anche con dimensioni elevate : molto alto

Resistenza all'usura : buono

Resistenza alla compressione : alto

Stabilità dimensionale : molto alto

Eccellente omogeneità e isotropia : molto alto

Struttura fine del metallo duro : molto alto

Microstruttura omogenea : molto alto

Lame automatiche (per produttori) Laminazione a freddo Stampaggio a freddo

Coniatura Pressatura delle polveri Parti soggette a usura

Componenti per il settore ingegneria meccanica Componenti per il settore del riciclo Stampi punzonatura pillole

Tranciatura / Tranciatura fine / Stampaggio
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Proprietà del materiale

Resistenza alla 
compressione

Stabilità 
dimensionale 

durante il 
trattamento 

termico

Tenacità Abrasivo resistente 
all'usura

Adesivo resistente 
all'usura

               

     

    

     

      

                

                  

       

            

          

      

             

                   

                

                  

             

Condizioni di consegna

Ricotto

Durezza (HB) max. 280

Trattamento termico

Soft annealing

Temperatura 650 a 700 °C Depending on the application, hardness can be adjusted by using specialized annealing 
treatment.

Alleviare lo stress

Temperatura 650 a 700 °C After through-heating, soak for 1 to 2 hours in a neutral atmosphere. Slow cooling in furnace.

Tempra e rinvenimento

Temperatura 1.070 a 1.150 °C
Following temperature equalisation: 20-30 minutes for a hardening temperature of 1070 - 
1100 °C (1960 - 2010 °F) 6 minutes for a hardening temperature of 1150 °C (2100 °F) After 
hardening, tempering to the desired working hardness, see tempering chart.
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Tempering chart

Continuous cooling CCT curves

Tempering:

Hardening temperature:
• • • 1070°C/1960°F
- - - - - - 1100°C/2030°F━━━━━ 1150°C/2100°F
 

Slow heating to tempering temperature immediately 
after hardening.

Dwell time in the oven 1 hour per 20 mm workpiece 
thickness, but at least 2 hours.

Slow cooling to room temperature after each 
tempering step is recommended.

Tempering at 540-570 °C (1004-1058 (°F))  at least 
three times is recommended.

Please refer to the tempering diagram for guide 
values for the achievable hardness after tempering. 
Tempering for stress relieving 30 to 50°C below the 
highest tempering temperature.
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Quantitative phase diagram

Proprietà fisiche

Temperatura (°C) 20

Densità (kg/dm³) 7,85

Conducibilità termica (W/(m.K)) 22,5

Capacità termica specifica (kJ/kg K) 0,45

Resistenza elettrica specifica (Ohm.mm²/m) 0,5

Modulo di elasticità (10³N/mm²) 218
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Espansioni termiche

Temperatura (°C) 100 200 300 400 500 600 700

Espansione termica (10⁻⁶ m/(m.K)) 10,5 11 11,3 11,7 12,1 12,4 12,9

 

BÖHLER K890 MICROCLEAN is a high-performance cold work tool steel manufactured using powder metallurgy. It features good 
toughness, very high compressive strength and excellent fatigue strength. This favorable combination of properties can avoid chipping 
damages to tools. BÖHLER K890 MICROCLEAN is not only used in cold work applications, but also in mold making.
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